A fast adoption of innovative composite materials such as textile reinforced concrete (TRC) in practice is hindered by the lack of efficient and standardized characterization and design procedures. In this paper, we discuss results of uniaxial tensile tests and double sided pullout tests. The analysis of the tests is done with a modelling framework for tensile behavior developed at IMB RWTH Aachen. The overall goal is to simulate the tensile response of composite specimen based on the reinforcement and matrix characteristics. Thus, the need for cost-intensive composite tensile tests could be reduced, which facilitates the material development and adoption of TRC in engineering practice.
Introduction
Development of innovative composite materials combining high-strength reinforcement with fine-grained matrices aims to achieve higher levels of efficiency and durability of future infrastructure than possible today. Still, despite remarkable progress of research achieved in last two decades, a wider application of textile-reinforced concrete structures is hindered by the lack of standardized, efficient characterization and design procedures [1] . To date, for many projects utilizing TRC, cost-intensive uniaxial tensile tests of the composite material are necessary in order to determine the stress strain behavior, the crack width and crack distribution. Especially for reinforcement with low bond stress, the required specimens are overly long and difficult to handle. Alternatively, the reinforcement needs special treatment prior to concreting, which may influence the experimental results. In this paper, we propose an approach for identification of the basic material characteristics and a subsequent simulation of the stress strain behavior. Eventually, such simulations could replace project specific uniaxial tensile tests on the composite.
Materials and Methods

Cementitious Matrix
The matrix used in this study is a fine-grained readymade mixture which was designed for repair and strengthening with textile reinforced concrete [2] . The bending tensile strength and the compressive strength were determined according to DIN EN 196-1 at the day of testing of the uniaxial tensile specimens. The mean values of the three batches are shown in Table 1 . The modulus of elasticity was determined on four cylindrical specimen (d/h = 100/200 mm) in accordance with DIN EN 12390-13 to 32,700 MPa with a coefficient of variation (CoV) of 4.1%. 
Reinforcement
As reinforcement, an impregnated biaxial carbon grid similar to [2] has been used. The impregnation material, styrene-butadiene-rubber, has been applied as aqueous dispersion and cured by the manufacturer. In the experiments, the test direction was aligned to the production direction (0°) of the textile. Each warp yarn has a cross-sectional area of 1.84 mm 2 with a spacing of 12.8 mm, the weft yarns with 0.45 mm 2 spaced at a distance of 16 mm center-to-center. The ultimate tensile strength and modulus of elasticity were determined in 20 single-yarn tensile tests at Technical University Dresden to 2739.7 MPa (COV 6.8%) and 256100 MPa (COV 3.4 %), respectively.
Tensile Tests
The tensile test setup used for the characterization of tensile response of the composite material follows the recommendations described in [3, 4] . Here, the test force was applied by load-control with a velocity of 7.1 kN/min, which corresponds to a speed of 1 mm/min in saturated cracked stage IIb. Figure 1 shows two versions of the setup used in this study. For the short specimens (120 cm), the textile was coated with epoxy-resin and sprinkled with quartz sand in the anchorage zone prior to casting of the concrete. The fabrics used for the long specimens were not modified. A sufficient anchorage in setup (b) has been provided by the longer projecting length, which starts after the clamping zone. In total, 6 short and 6 long specimens were tested. The cross-section of both types was planned as w/t = 100/15 mm, with one centric layer of textile containing 8 warp yarns. 
Double-Sided-Pullout Tests
In order to determine the bond and anchorage behavior of the reinforcement, double-sided pullout tests were conducted. From each long specimen that was tested in uniaxial tension, at both ends the last, undamaged part of 20 cm was cut off and prepared with a horizontal notch of about 3 mm on both faces. Thus, a total of 12 specimens with an embedment length of 10 cm on each side could be obtained. The test setup and the testing procedure is described in [5] . The test velocity was 1 mm/min, and the test was displacement-controlled.
Incremental Inverse Analysis Procedure
In order to derive local bond-slip laws which serve as input for the numerical simulation, an incremental inverse analysis procedure developed at IMB RWTH has been used. The finite-element based procedure is explained in detail in [6] . It increases a control parameter stepwise-here, the slip on the loaded end was chosen-and solves the pull-out problem for each displacement step. As the maximum slip always occurs on the loaded end, one can conclude that every value for the local bond stress along the embedded length must have occurred once (and first) at the loaded end, which is for the double-sided pullout test the position of the notch. By solving the boundary value problem for each step and calculating the current pullout force, each point of the bond-slip law can be calibrated in such a way that the equilibrium of forces is satisfied. The result of this analysis is obtained in form of are a multilinear bond-slip functions without any restrictions on their shape.
Simulation of Stress-Strain Behavior of Cracked Composite Specimen
With known material characteristics of both matrix and reinforcement as well as the bond properties, the simulation of the stress-strain response and the cracking process is possible. The model used for this study was introduced in [7] . For the simulation, a defined length of a specimen is decomposed into a series of crack bridges. By pre-solving the crack bridge model for multiple lengths and pull-out forces, a response surface is constructed describing the behavior of a crack bridge within the tensile test specimen. The crack tracing algorithm utilizes this response surface to determine the crack locations, crack width and matrix stress levels along the specimen during the loading process. In this study, a random matrix strength along the specimen length was assumed.
Results
Uniaxial Tensile Tests
Both types of tensile specimen could be tested successfully with the chosen setup. For one long specimen, only the maximum force was recorded due to a malfunction of instrumentation. Figure 2 allows for a comparison of the stress-strain responses for both types. At first glance, the scatter of the short specimen seems higher. Regarding only the maximum tensile stress and the elastic modulus in saturated cracked state (IIb, after formation of the last crack), the magnitude of scatter is comparable ( Table 2 ). Note that the relatively low number of cracks in the measuring range highly influences both the ultimate strain and the stiffness in state IIb. As the effective bond stress for this textile is relatively low, a long transfer length and a large crack spacing can be observed. 
Double-Sided Pullout and Calibration of Bond-Slip Law
All double-sided pullout specimens failed through pullout of all yarns. The pullout occurred randomly for each yarn at on one side or the other. For three specimen with monotonic loading, the calibration of the local bond-slip laws was performed. In Figure 3a , the calibrated functions are shown. The dashed line represents the vertical average of the three functions and was used for the following simulation of the tensile test. Note that for this specific example with relatively short embedment length compared to the full anchorage length, the direct approach to derive the local bond slip law as known from steel-reinforced concrete by division of the pullout force through the embedded length would lead to similar results as the inverse calibration. 
Simulation of Tensile Test with Random Matrix Strenght
To reproduce the measured stress-strain response of the uniaxial tensile specimen in the numerical simulation, the variability of the matrix strength along the test specimen must be considered in the model. Here, a Weibullian distribution of the matrix strength along the specimen length of 350 mm with an autocorrelation length of 4 mm was utilized. The scale parameter was adjusted for three different chosen values of the shape parameter with the goal to obtain the matrix stress at first cracking around the mean value of 3.2 MPa in correspondence to all 12 experiments. The random field simulation reproducing the required behavior with the desired minimum of the Weibullian random field is shown Figure 4 for the three considered values of the shape parameter.
(a) (b) In Figure 5 , the results of the simulation for two different lengths are shown. Note that the number of cracks ncr depends on the random position of the cracks along the specimen. Two cracks at the extremities of the specimen-as seen in the experiments near the clamping zone-enable the formation of a third crack (Figure 5a 
Discussion and Conclusions
Unlike initially suspected, the improvement of bond characteristics in the anchorage zone for the short specimen does not influence the ultimate tensile strength of the studied fabrics significantly. This hypothesis arose from the comparison of epoxy-impregnated carbon yarns which exhibit higher tensile strength through a higher homogenization and activation of the core filaments. One explanation for this could be that the original coating with styrene-butadiene forms a sufficiently dense and closed outer layer. The secondary coating with epoxy resin is not able to penetrate through this barrier. Thus, there is no additional activation of inner filaments in the anchorage zone.
The simulation is capable of reproducing the random cracking process of the composite. The crack number and crack spacing observed in the experiments could be reproduced by utilizing the calibrated bond-slip laws. For future works, the calibration of the matrix strength random field could be obtained by utilizing a different test setup, e.g., a uniaxial tensile test of non-reinforced concrete. Thus, for a certain range of applications, it might be possible to fully replace tensile tests on the composite by a simulation based on the material characteristics of both components, matrix and reinforcement.
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